
SUHNER� N 50 Ω

> 3 jacks

SUHNER TYPE Order No. Packaging Weight Notes

46 N-50-0-1 / 133 NE 22542445 single 70.0 g/2.45 oz.

46 N-50-0-1 / 133 UE 22658682 single 70.0 g/2.45 oz. centre contact not nickel underplated

Right Angle Adaptors

> plug to jack (male-female)

SUHNER TYPE Order No. Packaging Weight Notes

53 N-50-0-4 / 133 NE 22651447 single 62.0 g/2.17 oz.

53 N-50-0-4 / 133 UE 22658908 single 62.0 g/2.17 oz. centre contact not nickel underplated

Protective Caps

Fig. 1 Fig. 2

> with chain

SUHNER TYPE Order No. Packaging Weight Fig. Notes

61 N-0-0-1 / --3 -E 22542452 single 16.0 g/0.56 oz. 2 for plugs

62 N-0-0-1 / --3 -E 22543433 single 15.0 g/0.53 oz. 1 for jacks



SUHNER� N 50 Ω

Terminations

DC - 4 GHz

50 Ω, plug (male)

SUHNER TYPE Order No.
VSWR
1 GHz 2 GHz 4 GHz Packaging Weight

65 N-50-0-1 / 133 NE 22550091 ≤ 1.05 ≤ 1.10 ≤ 1.20 single 36.0 g/1.26 oz.

Permissible power:1 W at max. 30�C/86 �F ambient temperature, derated linearly to zero watt at 85�C/185 �F ambient temperature;
2.5 kW pulsed power with a duration ≤ 10 ns, rise time ≥ 5 ns

Fig. 1 Fig. 2

DC - 6 GHz

50 Ω, jack (female)50 Ω, plug (male)

SUHNER TYPE Order No.
VSWR
1 GHz 4 GHz 6 GHz Packaging Weight Fig.

65 N-50-0-11 / 133 NE 22550095 ≤ 1.05 ≤ 1.10 ≤ 1.20 single 45.0 g/1.58 oz. 1

65 N-50-0-31 / 133 NE 22550207 ≤ 1.05 ≤ 1.10 ≤ 1.20 single 44.0 g/1.54 oz. 2

Permissible power:1 W at max. 30�C/86 �F ambient temperature, derated linearly to zero watt at 130�C/266 �F ambient temperature;
2.5 kW pulsed power with a duration ≤ 10 ns, rise time ≥ 5 ns

50 Ω, plug (male)

SUHNER TYPE Order No.
VSWR
3 GHz 6 GHz Power* Packaging Weight

65 N-50-0-51 / 113 NE 23034002 ≤ 1.1 ≤ 1.15 1 Watt single 23.8 g/0.83 oz.

* at max. 30�C/86 �F ambient temperature, derated linearly to zero watt at 85�C/185 �F ambient temperature
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